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SETUP SEQUENCE DOCUMENT FOR TIED SOFTWARE OF ELECTRIC TORQUE

TESTER TNT_DSP

1. Provisions
Copy the following file on your PC.
*TNT_DSP_EN_v*x*.msi File (x%x is the version)

2. TNT_DSP_EN_vx **.msi File Installation
Double click the TNT_DSP_EN_v % ¥ msi as follows and execute the installation.

]

=1 TNT_DSP_EN_v*%*.msi
.a

i TNT_DSP_EN i TNT_DSP_EM

Welcome to the TNT_DSP_EN Setup Wizard [w] License Agreement =]

The installer will quide you thiough the steps required to install TNT_DSP_EN on yaur computer Please take a moment to read the license agreement now. | pou accept the terms below, click. "

Agree', then "Nest'. Dthenwize click "Cancel”

Terms of Service

‘TNT_DSP(hereinafter referred to as “this software*) is free of charge

te use. When using this software, please read the instructions below
‘i RMING: This computer program is protected by copyright law and international treaties.
Unauthorized duplication or distribution of this program, or athy portion of it, may result in severe civil
or criminal penalties, and will be prosecuted to the masimum estent possible under the law

carefully. By using this sefiware, the user shall be subject to the

terms and eenditions belew.

< Back Cancel

@

ii& TNT_DSP_EN ii& TNT_DSPEN

Customer Information [ Confirm Installation A

Enter your name and company or organization in the bow below. The installer will uge thiz infarmation The installer iz ready to install TNT_DSP_EM on your computer.
for subsequent instalations
Click "MNest'" to start the installation,

Name:

Drganizatior:

Cancel
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& TNT_DSP_EN

Installation Complete o

THT_DSP_EMN has been successfully installed.

Click "Close" to exit

@About installing under standard user authority

The following screen will be displayed when installing.

Please enter the password of the administrator account and click “YES” to continue the installation.

User Account Control X

Do you want to allow this app from an
unknown publisher to make changes to your
device?

C:\Users\test-user\Desktop\TNT_DSP_vo.oo.msi

Publisher: Unknown
File origin: Hard drive on this computer

Show more details

To continue, enter an admin user name and password.

test

DESKTOP-4KMEFOI\test

Yes No

@ File Configuration

—— Administrator account name

After installation is completed, the following folders and files are created in “C:¥TNT_DSP_EN".

+ TNT.DSP_EN.xla : Excel add-in software (TNT_DSP_EN)
+  Driver : Driver folder*
+  SETUP_CSV : Setting files™
+ FILE : Test result saving folder™
H < | TNT.DSP_EN - o x
: Do not change or remove the contents of Driver,
OB L, H SETUP_CSV and FILE folder because of a possibility that
o o e e it may not operate properly.
s =




3. USB driver Installation

After powered on DSP-10, insert the USB cable into the USB port of PC.

How to install the driver depends on your PC environment.

Please install according to PC environment.

Windows10

After powered on DSP-10, insert the USB cable into the USB port of PC and display "Device Manager".

Right-Click

Apps and Features

Mishaaty Camter

Power Oplions

Ewvent Viewer

Syshem

Devnce Manager
Hetwork

Disk Mansgement
Computer Mansgement

‘Windows PowerShell

Windaws PowerShell (Adrmin)

IE'atl'l;lrllj's
Filz Explorer
Search

Fun

Shut down or sign ouk

Desktap

& Device Manager
File Action View Help
= @ EHF B EXE

v & DESKTOP-4KMEFOI
1 Audic inputs and cutputs
39 Batteries
® Cameras
& Computer
= Disk drives
& Display adapters
== DVD/CD-ROM drives
) Human Interface Devices
=z IDE ATA/ATAPI| controllers
= Keyboards
() Mice and other pointing devices
[ Monitors

v K7 Other devices
o FT232R USE UART

& Ports (COM & LPT)
= Print queues

Ll Processors

[ 5D host adapters

Unfold the "Other devices” of “Device Manager”

Open the properties of "USB Serial Port” or “FT232R

—| USB UART”.




@ Administrator authority

USB Serial Port Properties X

General Driver Detals Events

!’? USB Serial Port

Device type: Other devices

Manufacturer: Unknawn

Location: on USB Serial Converter
Device status

[The drivers for this device are not installed. (Code 28)

There are no compatible drivers for this device

To find a driver for this device, click Update Driver.

| Update Driver. I

[ox] ]| cancel

Click "Update Driver” on the property screen,

Start the driver updating.

@ Standard user authority

USE Serial Port Properties

!’? USB Serial Part

General Drver Detals Events

Device type
Manufacturer:

Location:

Device status

[The drivers for this devic

There are no compatible

To find & driver for this def

!pChangE settings

User Account Control

Do you want to allow this app to make
changes to your device?

,"%“., Device Properties

Verified publisher: Microsoft Windows

Show more details

To continue, enter an admin user name and password.

test

—

word

DESKTOP-4KMEFOtest

Yes No

USB Serial Port Properties

General Driver Details Evel

!’? USB Serial Port

Device type: s
Manufacturer: u
Location of

Device status

If logging in with standard user authority,

please change to administrator authority at
first. Then click "Update Driver" on the

property screen and start the driver updating.

[The drivers for this device are not installed. [Code 28)

‘There are no compatible drivers for this device

To find & driver for this device, click Update Driver.

B Update Drivers - USB Serial Port

How do you want to search for drivers?

—> Search automatically for updated driver software

Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation

setfings.

—> Browse my computer for driver software
Locate and install driver software manually.

Update Driver..
Cancel
X
Click "Browse my computer for driver software” and proceed
= to the next.




«

B Update Drivers - USE Serial Port

Browse for drivers on your computer

Search for drivers in this location:

= Browse...

[~/ Include subfolders

—> Let me pick from a list of available drivers on my computer
This list will show available drivers compatible with the device, and all drivers in the
same category as the device,

[[het |

Cancel

Select "C:¥TNT_DSP_EN¥Driver" from "Browse” and

click "Next"

B Update Drivers - USB Serial Port (COM3)

Windows has successfully updated your drivers
Windows has finished installing the drivers for this device:

USB Serial Port
e 2

Close

After installation is completed, the above screen will

be displayed. Please click "Close” to finish.

@ Confirm COM Port

Execute the setting and confirmation of the COM Port No..

For selecting COM port No. at TNT_DSP startup, please check the COM port No. displayed on “Device Manager”.

& Device Manager
File Action View Help

e FEH HEE2 EX®

- [m] X

~ & DESKTOP-4KMEFOI
i Audio inputs and outputs

25 Batteries
® Cameras
= Computer

- Disk drives

[ Display adapters

) DVD/CD-ROM drives
i) Human Interface Devices

"5 USB Serial Port (COMD)

=@ IDE ATA/ATAPI controllers
2 Keyboards
@ Mice and other pointing devices
[ Meonitors
G Metwork adapters
E? Other devices
i Ports (COM &L LPT)
i USB Serial Port (COM3)
=0 Print queues
[ Processors
[ 5D host adapters
B Software devices
i Sound, video and game controllers

<

G Storage controllers
£3 System devices
§ Universal Serial Bus controllers




@Setting of COM Port
In case the COM Port No. is not in COM17COM15, it is necessary to modify the COM Port No..
For Modifying the COM Port No., Clicking the USB Serial Port item on “Device Manager” to open the property Screen,
then select the "Port Setting” Tag and “Advanced Setting”.

USB Serial Port (COM3) Properties x
General|] Port Settings | Driver Details Events Advanced Settings for COM3 ? s
Bis persecand: 5600 z | coneortmmter:  coms - |
. USB Transfer Sizes Cancel
Data bits: |8 e ancel
Select lower settings to correct performance problems at low baud rates.
Defaults
Parity: | None - Select higher settings for faster performance.
Stop bits: |1 » Receive (Bytes): 4098 ~
Transmit (Bytes): 4098 ~
Flow cortrol: | None i
BM Options Miscellaneous Options
Advanced .. Restore Defaults Select lower settings to correct response problems. Serial Enumerator
Serial Printes
Latency Timer (msec): 16 ~ eria e u
Cancel If Power Off O
e Event On Surprise Removal O
Minimum Read Timeout {msec): 0 - SetRTS On Close O
Minimum Write Timeout (msec): & - Disable Modem Ctrl At Startup |

Above all, the Set-up of PC is over.

As regards the usage method of Tied software of electric torque tester “TNT_DSP”, refer to enclosed “Tied software of

electric torque tester “TNT_DSP” User’ s Manual”.
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